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MRCC Station - VHF ASN 

DETRESSE VHF - A1 

1bis - postitionner la détresse
si le moyen est adapté à la zone, écouter  le tra�ic de détresse sinon  prendre en charge 

ZONE A1

4bis -si signaler si nécessaire 

1- ALerte de détresse VHF ASN (C70)  

2- Ackowledge ASN (C70)  

3- Mayday VHF phonie (C16)  

4- Tra�ic de détresse phonie (C16) 



MRCC 

1- Urgence All Station VHF ASN (C70)  

Station - VHF ASN 

2- Attendre 2'  

3- Urgence All station  VHF phonie (C16)  

4- Tra�ic d'urgence phonie (C16) 

URGENCE VHF - ALL STATIONS - A1 

L'urgence peut être prise en charge soit par un MRCC soit par un navire sur zone 



MRCC 

1- Urgence individual VHF ASN (C70)  <MMSI MRCC> 

Station - VHF ASN 

3- Urgence individual VHF phonie (Working Channel)  

4- Tra�ic d'urgence phonie (Working Channel) 

URGENCE VHF - INDIVIDUAL - A1 

2- Ackowledge ASN (C70) - <Working Channel> 



MRCC 

1- Sécurité All Station VHF ASN (C70)  

Station - VHF ASN 

2- Attendre 2'  

3- Sécurité All station  VHF phonie (C16)  

SECURITE VHF - ALL STATIONS - A1 



1- Routine individual VHF ASN (C70)  <MMSI destinataire, Working channel> 

3- Routine individual VHF phonie (Working Channel)  

4- Tra�ic de routine phonie (Working Channel) 

ROUTINE NAV-NAV VHF - INDIVIDUAL - A1 

2- Ackowledge ASN (C70)  
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1- Routine Position VHF ASN (C70)  <MMSI destinataire> 

ROUTINE NAV-NAV VHF - POSITION - A1 

2- Ackowledge ASN (C70) - <latittude / longitude> 



1- Routine individual VHF ASN (C70)  <MMSI station> 

Station  VHF  

3- Routine phonie VHF (Working Channel)  

4- Tra�ic de routie phonie (Working Channel) 

ROUTINE NAV/TERRE VHF - INDIVIDUAL - A1 

2- Ackowledge ASN (C70) - <Working Channel> 

Operateur 
télécom 




